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NOTE:

- All dimensions reported on the drawing are meant with finished tiled-floor and side walls
- Main gas connections must be provided of closing gate device
- Mass connections must not use welded tubes
- Gas connections must be settled according to current rules in the country
- Electric connections must be provided of safety switch and a minimum exit wire of 1,5 meter lenght ( except where otherwise  required in the drawing)
- All sockets must be built according to safety-rules in force. Suited for humid room and settled with necessary plug
- All electric connections must be provided of main switch

The specifications shown in this document are to be considered not binding. The company reserves the right to make technical changes at any moment.

El. power (kW):
Voltage:
Gas power (kW):
Dimensions (cm.):
Volume (m3):
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Ceramic Plate

4 Zones glass-ceramic hob with electric oven

E = Electric

Electric glass-ceramic hob constructed Aisi 304 stainless steel. Equipped with 4 independent cooking zones, each with radiant heating elements diam. 
280 mm, 4 kW output - controlled by an energy regulator. Sealed 6 mm thick glass-ceramic hob. Maximum temperature 400° C obtained in 3 
minutes. Hob dimensions: 75x70 cm. The cooking zones are marked by silkscreened circles on the glass-ceramic surface and equipped with residual 
heat indicators. Indicator leds for verifying correct appliance operation. GN 2/1 conventional electric oven. Oven heated by independently controlled 
top and bottom heating elements. Thermostat control providing temperature adjustment from 50°C to 300°C. Cooking chamber in stainless steel, 
dimensions 57.5x70x30h cm. Oven bottom in cast iron. Oven inner door in stainless steel with labyrinth seal. 4-position selector switch, safety 
thermostat. Indicator leds indicating correct oven operation. Oven power: 6 kW. Appliance equipped with height adjustable feet in stainless steel.




