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NOTE:

- All dimensions reported on the drawing are meant with finished tiled-floor and side walls
- Main gas connections must be provided of closing gate device
- Mass connections must not use welded tubes
- Gas connections must be settled according to current rules in the country
- Electric connections must be provided of safety switch and a minimum exit wire of 1,5 meter lenght ( except where otherwise  required in the drawing)
- All sockets must be built according to safety-rules in force. Suited for humid room and settled with necessary plug
- All electric connections must be provided of main switch

The specifications shown in this document are to be considered not binding. The company reserves the right to make technical changes at any moment.

El. power (kW):
Voltage:
Gas power (kW):
Dimensions (cm.):
Volume (m3):
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28 + 28 Litre two wells electric pasta cooker

Electric pasta cooker with two wells constructed in Aisi 304 stainless steel. 15/10 thick pressed top with spillage recess and extended expansion zone. 
Deep drawn wells in Aisi 316 polished stainless steel with radiused bottom for ease of cleaning. Water loading by means of solenoid valve activated 
by switch on control panel. Fast filling and top-up options. Safety guaranteed by a pressure switch, which prevents heating if well is empty. Stainless 
steel water dispenser located on the rear top surface. Armoured immersion-type heating elements for optimized performance, foldable to facilitate well 
cleaning. Precise heating control by means of energy regulator. 28+28-litre well capacity. Well dimensions cm 30,5x34x28,5h. Water drain placed 
on front panel. Height adjustable feet in stainless steel.

Electric Pasta Cooker

E = Electric
H2O = Cold water Ø 3/4”
S = Drain Ø 1”




